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ILLIAMNA AIRPORT - 2004

Contents:

A Pavement Strength Form showing project history, latest Pavement Condition Index (PCl) data,
pavement strength ratings (if available) and other useful information

A Pavement Condition Survey — PCI Sample Unit Layout Plan

PCI maps showing as-measured and predicted pavement conditions

Age map showing pavement age as of January 2004

A Branch PCI Condition Report

A Section PCI Condition Report

Airport Information:

Location: llliamna Airport is located approximately 135 miles east of Homer on the north shore of
Lake llliamna, the largest lake in Alaska.

District: Southwest District of the Central Region
Airport Manager: John Adcox

District Maintenance Manager: Troy Larue

Pavement Surface: Asphalt Concrete.

Last Pavement Construction: 2003

Airport layout: The airport consists of two runways 7-25 (5800" x 100') and 17-35 (4800" x 150'), an
East and aWest Apron and taxiways A, B, and C for access to the aprons.

Design Aircraft: Commuter General Aviation

2003 Enplanements: 7,668 — down 10% from 2002

Airport Class: Non-Primary

Last pavement condition survey: 2004
conducted by Scott Gartin of Statewide Materials and John Rajek and Roy Stover of Central
Region Materials

Next planned pavement condition survey: 2007

2004 reported pavement maintenance and/or changed conditions: Raveling noted on Runway 17-35
north of the intersection with Runway 07-25. Pavement sealer received later in the year, but it was too
cold to use it in 2004. Application planned for late spring of 2005.

Recommendations:

Seal cracks wider than 4" and seal raveled areas. Use the sealer undiluted for crack sealing and
diluted 50:50 with water for sealing raveled areas.



Branch Condition Report

Date: 9/27/2004 ) 1 of 2
Pavement Database: NetworkID: lliamna
Number of | Sum Section |Avg Section True Area PCI Weighted
Branch ID Sections Length Width (SqF1) Use AVElEDE Standard Average
F) (Ft) PCI Deviation PCI
100 (Taxiway A) 1 400.00 50.00 22000.00 | TAXIWAY 96.00 0.00 96.00
200 (Taxiway B) 1 450.00 35.00 17625.00 | TAXIWAY 99.00 0.00 99.00
300 (Taxiway C) 1 1332.00 50.00 69600.00 | TAXIWAY 98.00 0.00 98.00
4100 (East Apron) 5 1995.00 232.00 516475.00 APRON 96.40 1.02 96.37
4200 (West Apron) 1 420.00 300.00 126000.00 APRON 96.00 0.00 96.00
6100 (Runway 7/25) 3 5285.00 126.67 536500.00 | RUNWAY 94.33 0.47 94.03
6200 (Runway 17/35) 4 4900.00 120.00] 498000.00 | RUNWAY 95.00 1.87 97.33




Date: 9 /27/2004

Branch Condition Report

Pavement Database:

2 of 2

Arithmetic Average Weighted
Use Number Total Average PCI Average
of Area PCI STD PCl
Category Sections (SgFt) '

APRON 6 642475.00 96.33 0.94 96.30
RUNWAY 7 1034500.00 94.71 1.48 95.62
TAXIWAY 3 109225.00 97.67 1.25 97.76

All 16 1786200.00 95.88 1.69 95.99




Section Condition Report

Date: 9/27/2004 1 of 2
Pavement Database: NetworkID: lliamna
. Last Age
Branch ID Section ID Last Surface Use Rank | Lanes| True Area Inspection At PCI
Const. (SaFt) Date  Inspection
Date
100 (Taxiway A) 100-01 08/01/2003 AC TAXIWAY P 0 22000.00 07/29/2004 1 96.00
200 (Taxiway B) 200-01 08/01/2003 AC TAXIWAY S 1 17625.00 07/29/2004 1 99.00
300 (Taxiway C) 300-01 08/01/2003 AC TAXIWAY P 1 69600.00 07/29/2004 1 98.00
4100 (East Apron) 4100-01 08/01/2003 AC APRON S 0 97500.00 07/28/2004 1 95.00
4100 (East Apron) 4100-02 08/01/2003 AC APRON P 0 130000.00 07/28/2004 1 96.00
4100 (East Apron) 4100-03 08/01/2003 AC APRON P 0 237325.00 07/28/2004 1 97.00
4100 (East Apron) 4100-04 08/01/2003 AC APRON P 0 25800.00 07/28/2004 1 98.00
4100 (East Apron) 4100-05 08/01/2003 AC APRON S 0 25850.00 07/28/2004 1 96.00
4200 (West Apron) 4200-01 08/01/2003 AC APRON S 0 126000.00 07/29/2004 1 96.00
6100 (Runway 7/25) 6100-01 08/01/2003 AC RUNWAY P 1 14000.00 07/29/2004 1 95.00
6100 (Runway 7/25) 6100-02 08/01/2003 AC RUNWAY P 0 508500.00 07/29/2004 1 94.00
6100 (Runway 7/25) 6100-03 08/01/2003 AC RUNWAY P 0 14000.00 07/29/2004 1 94.00
6200 (Runway 17/35) 6200-01 08/01/2003 AC RUNWAY P 1 14000.00 07/29/2004 1 93.00
6200 (Runway 17/35) 6200-02 08/01/2003 AC RUNWAY P 1 69100.00 07/29/2004 1 95.00
6200 (Runway 17/35) 6200-03 08/01/2003 AC RUNWAY P 0 400900.00 07/29/2004 1 98.00
6200 (Runway 17/35) 6200-04 08/01/2003 AC RUNWAY P 1 14000.00 07/29/2004 1 94.00




Date: 9 /27/2004

Section Condition Report

Pavement Database:

2 of 2

Arithmetic PCI Weighted
Average Standard Average
Average Total Number PCI Deviation PCI
Age Age At Area of
Category Inspection (SqFt) Sections
0-02 1.00 1786200.00 16 95.88 1.69 95.99
All 1.00 1786200.00 16 95.88 1.69 95.99




PAVEMENT STRENGTH SURVEY
STATE Alaska CITY ‘Iliamna AIRPORT lliamna This is a variation of FAA Form 5320-1-1
CONSTRUCTION DATES
Existing Pavement
CONSTRUCTION SOURCE OF Conditions (PCI) at Soil  |Subbase Base Surface Pavement
IDENT. NAME ORIG OVERLAY AGENCY INFORMATION last inspection Class |Course Course Course Overlay Strength
RUNWAYS
6100-01 Runway 07-25, Sec. 1 2003 AK DOT & PF Project # 54739 95 1990 Emb. 6" CABC 2"AC 2"AC S60, D100
6100-03 Runway 07-25, Sec. 3 2003 AK DOT & PF Project # 54739 94 1990 Emb. 6" CABC 2"AC 3"AC S60, D100
6100-05 Runway 07-25, Sec. 5 2003 AK DOT & PF Project # 54739 94 1990 Emb. 6" CABC 2"AC 3"AC S60, D100
6200-01 Runway 17-35, Sec. 1 2003 AK DOT & PF Project # 54739 93 1990 Emb. 6" CABC 2"AC 3"AC S60, D100
6200-02 Runway 17-35, Sec. 2 2003 AK DOT & PF Project # 54739 95 1990 Emb. | 6" CABC 2"AC 3"AC S60, D100
6200-03 Runway 17-35, Sec. 3 2003 AK DOT & PF Project # 54739 98 1990 Emb. | 6" CABC 2"AC 3"AC S60, D100
6200-04 Runway 17-35, Sec. 4 2003 AK DOT & PF Project # 54739 94 1990 Emb. | 6"CABC 2"AC 3"AC S40
TAXIWAYS
100-01 Taxiway A 2003 AK DOT & PF Project # 54739 96 1990 Emb. 6" CABC 2"AC
200-01 Taxiway B 2003 AK DOT & PF Project # 54739 99 1990 Emb. 6" CABC 2"AC
300-01 Taxiway C 2003 AK DOT & PF Project # 54739 98 36" 6" CABC 2"AC
APRONS
4100-01 East Apron, Sec. 1 2003 AK DOT & PF Project # 54739 95 1990 Emb. 6" CABC 2"AC
4100-02 East Apron, Sec. 2 2003 AK DOT & PF Project # 54739 96 1990 Emb. 6" CABC 2"AC
4100-03 East Apron, Sec. 3 2003 AK DOT & PF Project # 54739 97 1990 Emb. 6" CABC 2"AC
4100-04 East Apron, Sec. 4 2003 AK DOT & PF Project # 54739 98 1990 Emb. 6" CABC 2"AC
4100-05 East Apron, Sec. 5 2003 AK DOT & PF Project # 54739 96 1990 Emb. 6" CABC 2"AC
4200-01 West Apron 2003 AK DOT & PF Project # 54739 96 1990 Emb. 6" CABC 2"AC
REMARKS:
Date of Site Inspection: July of 2004 Evaluated By: S. Gartin 11/30/2004 PAGE 1of 1
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lllamna Alirport

Pavement Surface Age
2004

Airport Code: ILI
Site Number: 50038.*A

[ ]Branch-Section Identifier

Runway 7-25
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~
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T
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Map Compiled December 2004
by Central Region Materails, AK DOT&PF




lllamna Alirport

Pavement Condition Index (PCI)
Measured Values for the Year 2004

Airport Code: ILI
Site Number: 50038.*A

[ ]Branch-Section Identifier

Runway 7-25
[6100]

[6100-01]

~

Taxiway B
[200-01]

West Apron
[4200-01]

Feet
500 1,000 1,500 2,000

[6100-02]

T
[6200-04]

Airport constructed in 2003

and pavement was 1 year old during this inspection

Runway 17-35
[6200]

[6200-03] (4100-03]

Taxiway A
[100-01]

Cargo Apron
[4100-04]
East Apron
[4100-02] [410'8]
[4100-01]
Helipad
[4100-05]

Taxiway C
[300-01]

[6200-02]

[6200-01]
35

Minimum PCI for Runway = 70
Minimum PCI for Taxiways and Aprons = 60

PCl Values General Pavement Recommendations

- 85-100 Do Nothing or Preventative Maintenance
|:| 70-84  Preventative Maintenance

|:| 60-69  Corrective Maintenance

|:| 55-59  Rehabilitate
|:| 40 - 54  Rehabilitate
|:| 25-39  Reconstruct
|:| 10-24  Reconstruct
- 0-9 Reconstruct

[6100-03]

Map Compiled December 2004
by Central Region Materails, AK DOT&PF




lllamna Alirport

Pavement Condition Index (PCI)
Predicted Values for the Year 2005

Airport Code: ILI
Site Number: 50038.*A

[ ]Branch-Section Identifier

Runway 7-25
[6100]

[6100-01]

~

Taxiway B

[200-01]
West Apron
[4200-01]
Feet
500 1,000 1,500 2,000

Runway 17-35
[6200]

[6200-03]

[6100-02]

[6200-02]

[6200-01]
35

T
[6200-04]

[4100-03]

Taxiway A
[100-01]

Cargo Apron
[4100-04]
East Apron
[4100-02] [410'8]
[4100-01]
Helipad
[4100-05]

Taxiway C
[300-01]

Minimum PCI for Runway = 70
Minimum PCI for Taxiways and Aprons = 60

PCI Values General Pavement Recommendations

- 85-100 Do Nothing or Preventative Maintenance
|:| 70 -84  Preventative Maintenance

I:l 60 -69  Corrective Maintenance

|:| 55-59  Rehabilitate
I:l 40 -54  Rehabilitate
I:l 25-39  Reconstruct
I:l 10-24  Reconstruct

Reconstruct

[6100-03]

Map Compiled December 2004
by Central Region Materails, AK DOT&PF




lllamna Alirport

Pavement Condition Index (PCI)
Predicted Values for the Year 2006

Airport Code: ILI
Site Number: 50038.*A

[ ]Branch-Section Identifier

Runway 7-25
[6100]

[6100-01]

~

Taxiway B

[200-01]
West Apron
[4200-01]
Feet
500 1,000 1,500 2,000

Runway 17-35
[6200]

[6200-03]

[6100-02]

[6200-02]

[6200-01]
35

T
[6200-04]

[4100-03]

Taxiway A
[100-01]

Cargo Apron
[4100-04]
East Apron
[4100-02] [410'8]
[4100-01]
Helipad
[4100-05]

Taxiway C
[300-01]

Minimum PCI for Runway = 70
Minimum PCI for Taxiways and Aprons = 60

PCI Values General Pavement Recommendations

- 85-100 Do Nothing or Preventative Maintenance
|:| 70 -84  Preventative Maintenance

I:l 60 -69  Corrective Maintenance

|:| 55-59  Rehabilitate
I:l 40 -54  Rehabilitate
I:l 25-39  Reconstruct
I:l 10-24  Reconstruct

Reconstruct

[6100-03]

Map Compiled December 2004
by Central Region Materails, AK DOT&PF




lllamna Alirport

Pavement Condition Index (PCI)
Predicted Values for the Year 2007

Airport Code: ILI
Site Number: 50038.*A

[ ]Branch-Section Identifier

[6100-01]

[6100-02]
\]

Taxiway B

[200-01]
West Apron
[4200-01]
Feet
500 1,000 1,500 2,000

[6200-04]

Runway 17-35
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[6200-03]

Runway 7-25
[6100]
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[6200-01] .
35

Taxiway A
[100-01]

4T

[4100-03]

Cargo Apron
[4100-04]

[4100-02]
East Apron

[4100]
[4100-01]

Helipad
[4100-05]

Taxiway C
[300-01]

Minimum PCI for Runway = 70
Minimum PCI for Taxiways and Aprons = 60

PCI Values General Pavement Recommendations

- 85-100 Do Nothing or Preventative Maintenance
|:| 70 -84  Preventative Maintenance

I:l 60 - 69  Corrective Maintenance

|:| 55-59  Rehabilitate
I:l 40 -54  Rehabilitate
I:l 25-39  Reconstruct
I:l 10-24  Reconstruct

Reconstruct

[6100-03]

Map Compiled December 2004
by Central Region Materails, AK DOT&PF




lllamna Alirport

Pavement Condition Index (PCI)
Predicted Values for the Year 2008

Airport Code: ILI
Site Number: 50038.*A

[ ]Branch-Section Identifier

4T

[6200-04]

Runway 17-35
[6200]

[6200-03] (410003

Taxiway A
[100-01]

Cargo Apron
[4100-04]

[4100-02]
East Apron

[4100]
[4100-01]

Helipad
[4100-05]

Taxiway C
[300-01]

Minimum PCI for Runway = 70
Minimum PCI for Taxiways and Aprons = 60

PCI Values General Pavement Recommendations

- 85-100 Do Nothing or Preventative Maintenance
|:| 70 -84  Preventative Maintenance

|:| 60 - 69  Corrective Maintenance

|:| 55-59  Rehabilitate
I:l 40 -54  Rehabilitate
|:| 25-39  Reconstruct
|:| 10-24  Reconstruct
- 0-9 Reconstruct
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lllamna Alirport

Pavement Condition Index (PCI)
Predicted Values for the Year 2009

Airport Code: ILI
Site Number: 50038.*A

[ ]Branch-Section Identifier

Runway 17-35
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3
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Minimum PCI for Runway = 70
Minimum PCI for Taxiways and Aprons = 60

PCI Values General Pavement Recommendations

I:l 85-100 Do Nothing or Preventative Maintenance

|:| 70 -84
|:| 60 - 69

Preventative Maintenance

Corrective Maintenance
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